
Disclaimer 
The information contained in this Technical Information Sheet, including recommendations for use and application of the product, is based on our knowledge and experience of using the 
product. This product can have many application options and can also be used in different conditions and circumstances beyond our control. In this regard, NORMAIZOL is not responsible 
for the suitability of our products for the production processes and conditions in which you use this product, as well as for the intended use and results of the use of this product, and 
disclaims any liability for indirect or incidental damages of any kind, including lost profits. We strongly recommend that you carry out preliminary tests to confirm the suitability of our 
products for your purposes. Except in cases expressly agreed, and on the grounds provided for by applicable law in terms of product liability, any liability for the information contained in 
the Technical Information Sheet or in any other written or oral recommendations regarding this product is excluded; The exception is also cases of death or injury to health resulting from 
criminal negligence on our part. If, for any legal reason, NORMAIZOL is nevertheless liable, such liability shall in no case exceed the value of the relevant delivery. The data given in this 
Technical Information Sheet are provided for information purposes only and are considered reliable. We cannot be held responsible for the results obtained by other persons whose 
working methods are beyond our control. The user is obliged to determine the suitability of this production method for his purposes and to take such precautions as may be 
recommended to protect people and property from the dangers arising from the handling and use of this product. 

 
 

 

 
Alufoam R Aluholst 

based on foamed synthetic rubber 
TU U 25.2-25860560-001-2002 

 
Product description: 
Highly effective composite thermal insulation and heat-reflecting 
material of roll type with high strength based on foamed synthetic 
rubber. 
 

Product composition:  
Laminated high-strength aluminum foil, fiberglass, foamed 
synthetic rubber. 
 
Scope of application: 
• insulation of walls, ceilings, roofs; 
• insulation of ventilation systems, air ducts; 
• insulation of industrial equipment; 
• insulation of pipes, pipelines in heating and water 

supply systems; 
• insulation of climate equipment. 

 
Advantages: 
• has excellent physical and mechanical characteristics 

at the same time as elasticity and lightness; 
• high thermal insulation and heat-reflecting 

properties; 
• environmentally friendly, does not contain 

substances hazardous to life; 
• high resistance to aggressive environments, 

solvents, oils and gasoline. 

Color:  
Aluminum/black 

 
Packaging: 
Roll 
 

Shelf life: 
24 months in unopened original packaging. 
 

Health and safety: 
Please read the Product Safety Data Sheet before use. 
 

Warranty obligations: 
The manufacturer guarantees that the product meets 
the stated technical specifications during the storage 
period when stored under recommended conditions.

 
Storage conditions:  
Store in a ventilated warehouse at a temperature of +5 to +40 degrees and a humidity of no more than 80%, at a 
distance of at least 1 m from heating devices, avoid direct sunlight. 
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Photos / Schemes:  

Technical specifications:  

Name Units Value 

Fire safety class - 1 

Combustibility group G1 

Density  kg/m³ 40-60 

Thermal conductivity W/(m·K) 
-20°С = 0,031                                                                                    
0°С = 0,033                                                                                   

+20°С = 0,035 

Surface thermal reflection coefficient, not less than % 95 

Water vapor diffusion resistance coefficient, μ - ≥ 9 000 

Operating temperature range ˚С from -40 to +100 

Recommended installation temperature ˚С from +5 to +40 

Dimensions:  

Additional information 
In order to achieve the best results regarding the final properties of the products, all parameters that may affect the 
adhesion and durability of the products should be taken into account (surface quality, installation and operating 
temperatures, pre-treatment procedures, etc.). Our technical customer support service will provide you with the 
support and necessary information that you may need for the correct use of our products. 

Thickness, mm Width , mm 
tolerance ±  2 % 

Length, m 
tolerance ± 1,5 % 

6 ± 1 мм 1000 15 

8 ± 1,5 мм 1000 12 

9 ± 1,5 мм 1000 10 

10 ± 1,5 мм 1000 10 

13 ± 1,5 мм 1000 14 

16 ± 1,5 мм 1000 12 

19 ± 1,5 мм 1000 10 

25 ± 2 мм 1000 8 

32 ± 2 мм 1000 6 

40 ± 2 мм 1000 2 

50 ± 2 мм 1000 2 


